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- o MODEL NO. SWITCH POSITION
WDP-1 ON NONE ON
_ ON NONE (ON) THESE_DRAWINGS AND SPECIFICATIONS ARE = —
SPECIFICATIONS: no o oFF N T 1o S oS ZHREBETERADH
1.MOVABLE CONTACT: Copper alloy, silver plated UANNER WIOUT THE PRIOR. WRITTEN . TAIWAY ELECTRONICS COMPONENTS CO..LTD.
2.TERMINALS: Silver plated with outer layer ingold plating | WDP-k (0N OFF (ON) CONSENT OF TAWAY ELECTRONCS — — :
3.RATING: 5Amps with resistive load @ 125VAC or 28VDC | WDP-5 ON OFF (ON) UNLESS OTHERWSE SPECIFEED ma 300A gy Andy 2005/02/24
2Amps with resistive load @ 250VAC Term Comm.| 2-35-6 | OPEN | 2-15-4 | |RNEDGR Tolmmmee £16  [rosy CHKD
4.CONTACT RESISTANCE: 10m—ohms max. initial DIMENSIONS TOLERANCE | 73 Ty Andy 2005/02/24
5.INSULATION RESISTANCE: 1,000M—ohms min. 000 T0_10.00mm | £020mm T T R
6.DIELECTRIC STRENGTH: 1,500V RMS @ sea level T00TT0_Z00omm|_£028mm_| 2% 2 1 |mjy in(om) | gy Amy 2005/02/24
7.ELECTRICAL LIFE: 50,000 make and break cycles at full load 30011 £040mm | 1rE
8.0PERATING TEMPERATURE: —30°C to 85°C MATERIAL zw SEALED ROCKER SWITCH B-@
ITEM NO. | SOOAZWDP—4-R205VS26 M N300A-WDP-4-R20SVS2GE |32 A4
# 3 | 3AD4R205V2GE Lt P B
FIE MME 3AD42VIGEdwe | M [ 1,128 | 1
DATE: 94.02.241 2 3 | 4 5 [ 6 [ 7 3C%EROD




