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SPECIFICATIONS:
CONTACT RATING: 15A/250V(resistive load).
                                    5A/250V(Inductive load).
MECHANICAL LIFE: 500,000 cycles Min.
ELECTRICAL LIFE: 50,000cycles Min.
INITIAL CONTACT RESISTANCE: 50m-ohms Max.
INSULATION RESISTANCE: 1000M-ohms Min.(500VDC).
POWER-FREQUENCY WITHSTAND VOLTAGE: 
1,500V, RMS 50Hz, 1min.
OPERATING TEMPERATURE: -40°C~+85°C.
(No Freezing, Keep the air flowing around pushbutton).
FRONT PANEL PROTECTION DEGREE: IP67. 

MATERIALS:
CRUST & ACTUATOR: See Option.
CONTACT: Silver alloy.
BASE: PA.

MTL

SP1-On-None-On
SP3-On-Off-On

LED Color
RGB-Red,Green,Blue

Crust size & Material
B32-Ø16mm, See material options
B33-Ø16mm, See material options

Model No. Switch Function

  6V
12V
24V

LED Voltage LED Common Pin
P-Common pin in cathode(C-)
V-Common pin in anode(C+) for Customized

Terminal
M3Q-Quick Connect, Contact is 
         Silver alloy

T0-17.5 (.689”) high
TB-17.2 (.677”) high

Actuator Laser pattern

NEW !
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T0, Ø16mm, Quick Connect

T0 TB

TB, Ø16mm, Quick Connect

Ex. P/N: MTL-SPx-T0-B3x-x-RGB-xV-P-M3Q

Ex. P/N: MTL-SPx-TB-B3x-x-RGB-xV-P-M3Q
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SPDT Type

NONE

Model No.

SP-1 ON

OFFONSP-3 ON

ON

SPDT Type

NONE

Model No.

SP-1 ON

OFFONSP-3 ON

Illuminated Ring

Illuminated Ring

ACTUATOR OPTIONS

CRUST & ACTUATOR MATERIAL OPTIONS

Crust & Actuator MaterialCrust Size

  16mm Crust: Stainless steel 
Actuator: Nickel-plated brass

Code

B32

  16mm Crust: Black-plated brass
Actuator: Black-plated brassB33
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LASER PATTERN OPTIONS

LED VOLTAGE OPTIONS

24V
12V

6V
Code LED Voltage

6V DC
12V DC
24V DC




