Series L7C

Splash-proofed Toggle Switches

NEW

SPECIFICATIONS:

CONTACT RATING: 12A 250VAC, 20A 125VAC, 1HP 125/250VAC.
ELECTRICAL LIFE: 30,000 make-and-break cycles at full load.
CONTACT RESISTANCE: 20m-ohms max. initial @2-4VDC
INSULATION RESISTANCE: 500VDC 100M-ohms min.
DIELECTRIC STRENGTH: 1,500VAC for 1 minute.

SOLDERING TEMPERATURE: Hand soldering 350°C for max. 3sec.
OPERATING TEMPERATURE: -30°C to +85°C

MATERIALS:

CASE: Phenolic molding compound (UL94V-1).
ACTUATOR: Brass, nickel plated with internal oring sealed.
BUSHING: Brass, nickel plated

HOUSING: Stainless steel.

PIVOT PIN: PA66 (UL94V-0).

SPRING: Piano wire.

CONTACT: Silver rivet.

TERMINAL: Brass, tin plated.

NUT: Brass, nickel plated.

WASHER & LOCKING RING: Steel, nickel plated.

Specifications and Dimensions subject to change

If your preferred product configuration is not shown, please contact our sales representative for custom design.

HOW TO ORDER SYSTEM

L7C

Switch Function
2P-1 On-Off

2P-8 On-(Off)

2P-9 (On)-Off

SP-1 On-None-On
SP-2 On-None-(On)
SP-A (On)-None-On
SP-3 On-Off-On
SP-4 (On)-Off-(On)
SP-5 On-Off-(On)

Actuator

A117.70 (.697") high
metal bat

A2 50.80 (2.000") high
metal bat

Termination
M1 Solder lug
M3 Quick connect 6.30
(.248")
. M31 Quick connect
Bushing 4.70 (185" Contact Material

S92 koyway M4 Screwteminal P Tin plated

threaded
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Series L7C

Splash proofed TogBIe Switches
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SP-A (ON) NONE ON 15/32-32UNS j
M3.5*P0.6
SP-3 ON OFF ON
634 697 528 957
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ACTUATOR OPTIONS

BUSHING OPTIONS

A1 BO
ﬁ wan 15/32-32UNS
i 1 697 [17.70] t12.00] I
2 2.000 [50.80]
PANEL MOUNTING HARDWARE
NUT WASHER LOCKING RING
[bf{gé] .08 [2.05] THK .03 [0.85] THK .04 [1.00] THK
T i
‘ [‘1‘7011: , 555
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W/O KEYWAY WITH KEYWAY 482 DIA 699 DIA 114
15/3232UNS [o12.25] [217.75] [2.90]
TERMINATION OPTIONS
M1 M3 1 I M31 — M4
1 421 354 ﬁ
8 (2L o [10.701 [5.001 1 (00
/N | Y | M3.5xP0.6 1
185 248 185 291
[4.70]1 [6.301 [4.70] [7.40]
re—— T=0.80mm T=0.80mm T=0.80mm r-————————

( )=MOMENTARY

51






