Series R19U Ultraminiature Power Rocker Switches

SPECIFICATIONS: MATERIALS:

CONTACT RATING: 3A 250VAC 6A 125VAC. BODY: Nylon 66 (UL 94V-2).

ELECTRICAL LIFE: 10,000 Operations. ACTUATOR: Nylon 66 (UL 94V-2).
MECHANICAL LIFE: 10,000 Operations min. MOVABLE CONTACTS: Copper, silver plated.
CONTACT RESISTANCE: <20m-omhs. SPRING: Piano wire.

INSULATION RESISTANCE: 500VDC, 100M-ohms min. TERMINALS: Copper, silver plated.

DIELECTRIC STRENGTHS: 1,000VAC for 1minute.

Specifications and Dimensions subject to change
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Series R19U Ultraminiature Power Rocker Switches

SPECIFICATIONS: MATERIALS:

CONTACT RATING: 3A 250VAC 6A 125VAC. BODY: Nylon 66 (UL 94V-2).

ELECTRICAL LIFE: 10,000 Operations. ACTUATOR: Nylon 66 (UL 94V-2).
MECHANICAL LIFE: 10,000 Operations min. MOVABLE CONTACTS: Copper, silver plated.
CONTACT RESISTANCE: <20m-omhs. SPRING: Piano wire.

INSULATION RESISTANCE: 500VDC, 100M-ohms min. TERMINALS: Copper, silver plated.

DIELECTRIC STRENGTHS: 1,000VAC for 1minute.

Specifications and Dimensions subject to change
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Series R19U

Ultraminiature Power Rocker Switches

SPECIFICATIONS:

CONTACT RATING: 3A 250VAC/125VAC.

ELECTRICAL LIFE: 10,000 Operations.

MECHANICAL LIFE: 10,000 Operations min.

CONTACT RESISTANCE: <20m-omhs.

INSULATION RESISTANCE: 500VDC, 1000M-ohms min.
DIELECTRIC STRENGTHS: 1,500VAC for 1minute.

MATERIALS:

BODY: Nylon 66 (UL 94V-2).

ACTUATOR: Nylon 66 (UL 94V-2).

MOVABLE CONTACTS: Copper, silver plated.
SPRING: Piano wire.

TERMINALS: Brass, silver plated.

Specifications and Dimensions subject to change
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Series R19U

Ultraminiature Power Rocker Switches

SPECIFICATIONS:

CONTACT RATING: 3A 250VAC/125VAC.
ELECTRICAL LIFE: 10,000 Operations.

MECHANICAL LIFE: 10,000 Operations min.
CONTACT RESISTANCE: <50m-omhs.

INSULATION RESISTANCE: 500VDC, 100M-ohms min.

MATERIALS:

BODY: Nylon 66 (UL 94V-2).
ACTUATOR: Nylon 66 (UL 94V-2).
MOVABLE CONTACTS: Copper, silver plated.
SPRING: Piano wire.
TERMINALS: Brass, silver plated.

Specifications and Dimensions subject to change
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