Series WP Pushbutton Switches

SPECIFICATIONS:

RATING: AC125V 7A, AC250V 4A.
CIRCUIT: DPDT.

CONTACT RESISTANCE: 20m-ohms max. @ 5VDC 1A.
DIELECTRIC STRENGTH: AC 1,500V for 1 min.
LIFE EXPECTANCY: 6-10 cycle / min.
ELECTRICAL LIFE: 6,000 cycle.

OPERATING FORCE: 550 + 1509f.
OPERATING MODE: Latching and momentary.
TRAVEL: (Full) 4.8mm. (Lock) 3.3mm.

Specifications and Dimensions subject to change
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Series WP

Pushbutton Switches

APPLICATIONS:

WP Series pushbutton switches
are suitable to be used in wide
variety of applications, such as
telecommunications, professional
audio, sound and electronic test
equipment.

FEATURES:

- Wiping for smooth, silent actuation stroke

- Up to 16 poles per module

- Mounting chassis

- Interlocked assemblies

- Optional terminal length

- Snap-on buttons

- Solder lugs on top for hand wiring

- Switch plunger with soldering contacts
is removable from the front without
disturbing electrical connections

- Enclosed housing protects inner contact
area from dust and external intrusion

- Fixed terminals are"staked" in position
providing an extra protection to help
preventing weakening of solder or flux

SPECIFICATIONS:

CONTACT RESISTANCE: Initial 5m-ohms max., after 25,000 cycles 20m-ohms max.
CURRENT AND VOLTAGE: 0.5A @ 100VAC, 0.2A @ 250VAC, 1A @ 25VDC.

DIELECTRIC STRENGTH: 1,500VAC for 1 min.
INSULATION RESISTANCE: Adjacent Contacts-2 x 10'>ohms min. (Dry Condition), 3 x 10" ohms min.
(100% Relative Humidity after 96 hrs @70°F); Life Test-100,000 cycles min.

LIFE CYCLE: > 1x 10°

MATERIALS:

HOUSING: Polycarbonate (UL94HB).
PLUNGER: Duracon (UL94HB).
TERMINAL BOARD: Polycarbonate.

MOVING CONTACTS: Brass base silver plated.
FIXED CONTACTS: Brass with silver plate over nickel plate.

MOVABLE CONTACT RETURN SPRING: Stainless steel spring.
PLUNGER RETURN SPRING: Baked & Zinc plated steel spring.

ALTERNATE ACTION STAPLE: Highly resistant steel-wire, Chrome plated.
TERMINAL DIE BOND: High strength bonding red resin.

RELEASE BAR: Steel/Zinc plated.

CHASSIS: Steel/Nickel plated or steel/zinc plated.

RELEASE BAR SPRING: Stainless steel.

CONTACTS: (Q) Silver plating.

Model No. Type
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Series WP Pushbutton Switches

POLE & PITCH & TERMINATION OPTIONS
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Series WP

Pushbutton Switches

KNOB OPTIONS
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Series WP

SPECIFICATIONS:

CONTACT RATING: 200mA @30 VAC or VDC max.
ELECTRICAL LIFE: 30,000 make-and-break cycle at full load.
CONTACT RESISTANCE: 20m-ohms max. @ 2-4 VDC, 100mA for

silver plated contacts.

INSULATION RESISTANCE: 100M-ohms min.
DIELECTRIC STRENGTH: 500VAC for 1 minute.
OPERATING TEMPERATURE: -10°C to +60°C.

Pushbutton Switches

Specifications and Dimensions subject to change
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